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PC817(D)
4 PIN DPHOTOTRANSISTOR PHOTOCOUPLER
 
  
 
第  2  页  共  5  页
Notes
1.AC for 1 minute, R.H.= 40 ~ 60% R.H. In this test, pins 1 & 2 are shorted together, and pins 3 &
4are shorted together.
2.For 10 seconds
Electrical characteristics (Ta=25 unless specified otherwise)
℃
Input
Output
Parameter
Symbol
Min.
Typ.*
Max.
Unit
Condition
Collector-Emitter darkcurrent
ICEO
-
-
100
nA
VCE = 20V, IF = 0mA
Collector-Emitter
breakdown voltage
BVCEO
35
-
-
V
IC = 0.1mA
Emitter-Collector
breakdown voltage
BVECO
6
-
-
V
IE = 0.1mA
Transfer characteristics (Ta=25 unless specified otherwise)
℃
Parameter
Symbol
Min.
Typ.*
Max.
Unit
Condition
Current
Transfer
ratio
817
CTR
50
-
600
%
IF = 5mA ,VCE = 5V
817A
80
-
160
817B
130
-
260
817C
200
-
400
817D
300
-
600
817L
50
-
100
Collector-Emitter
saturation voltage
VCE(sat)
0.1
0.2
V
IF =20mA ,IC = 1mA
Isolation resistance
RISO
5×1010
Ω
VIO = 500Vdc,
40~60% R.H
Floating capacitance
Cf
0.6
1.0
pF
VIO = 0,f = 1MHz
Cut-off frequency
fc
35
kHz
VCE = 5V,IC = 2mA
RL = 100Ω,-3dB
Rise time
tr
4
18
μs
VCE = 2V, IC =2mA,RL = 100Ω
Fall time
tf
3
18
μs
Typical values at Ta = 25℃
Parameter
Symbol
Min.
Typ.*
Max.
Unit
Condition
Reverse current
IR
-
10
uA
VR = 4V
Input capacitance
Ct
30
250
pF
V = 0, f = 1kHz
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	Fabricante Electrônico	Nome de Peças	Folha de dados	Descrição Electrónicos
	

Sharp Corporation	
PC817
	


549Kb / 11P	   DEVICE SPECIFICATION FOR PHOTOCOUPLER

November 28, 1995
	
PC817
	


85Kb / 4P	   High Density Mounting Type Photocoupler

	
PC817
	


511Kb / 11P	   DEVICE SPECIFICATION FOR PHOTOCOUPLER

June 14, 1996
	

Guangdong Kexin Industr...	
PC817
	


1Mb / 4P	   High Density Mounting Type Photocoupler

	

First Silicon Co., Ltd	
PC817
	


140Kb / 4P	   1-CHANNEL TRANSISTOR OUTPUT TYPE PHOTO COUPLER

2016. 07. 30 Rev No : 0
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First Silicon Co., Ltd	
JC357
	


572Kb / 6P	   High isolation voltage between input and output

	

Toshiba Semiconductor	
TLP705A
	


392Kb / 16P	   Isolation voltage - 5000 Vrms (min)

	

ISOCOM COMPONENTS	
IS281-4GB
	


258Kb / 10P	   Current transfer ratio, Isolation voltage between input and output

	

Taoglas antenna solutio...	
MA510.C.CG.005
	


1Mb / 23P	   High Isolation Between Antenna Elements

	
MA510.C.W.CG.002
	


1Mb / 25P	   High Isolation between Antenna Elements

	
MA530.C.CG.003
	


1Mb / 17P	   High Isolation between Antenna Elements

	

Lite-On Technology Corp...	
LTV-817C
	


600Kb / 15P	   High input-output isolation voltage

	

E&E Magnetic Products L...	
834-00032F
	


115Kb / 2P	   High Isolation between Gate and Drive

	

Broadcom Corporation.	
OPTION020
	


101Kb / 2P	   Optocoupler Option 020 for 5000 V rms/1 Minute Requirement

	

AVAGO TECHNOLOGIES LIMI...	
E55361
	


101Kb / 2P	   Optocoupler Option 020 for 5000 V rms/1 Minute Requirement
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