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The test assemblies for qualification testing shall be 3 to 3 in-line splices made in wire conforming
to MIL-W-81044/12 or MIL-W-16878/4. The assemblies shall be divided equally between the maximum
and minimum wire size as shown below:
Assembly
Minimum
Maximum
D-436-42
24
22
D-436-43
22
18
The qualification sample shall consists of 35 assemblies and 8 uninstalled sleeves.
1.1
Acceptance Testing:
Acceptance sampling shall be in accordance with ANSI/ASQC Z1.4, Inspection Level S-4. The
Acceptable Quality Level shall be 4.0 for all defects.
Acceptance tests shall consist of visual and dimensional examination.
2.0
QUALIFICATION TESTING:
.1
All sleeves shall be tested for compliance with Sheet 1 in regard to:
Property
Test Method
Material and Appearance
Visual Examination
Dimensions
MIL-I-23053, Paragraph 4.6.3
2.2
Test Group A: Ten assemblies shall pass the post conditioning tests after conditioning in the
sequence shown:
Post Conditioning
Requirement
Test Method
Insulation Resistance
5000 M @500V d-c
MIL-W-81044, Par. 4.7.5.2
Altitude Immersion
75,000 ft.
MIL-C-26500, Par. 4.7.21
Insulation Resistance
5000 M @500V d-c
MIL-W-81044, Par. 4.7.5.2
Dielectric Withstanding
2.5Kv (rms) for 1 min.
MIL-W-81044, Par. 4.7.5.1
Conditioning
Parameters
Test method
Altitude Immersion
75,000 ft.
MIL-C-26500, Par. 4.7.21
Immersion
Condition C
Method 104*
Temperature Cycling
-65C to 150C (5 cycles)
Method 102*
Moisture Resistance
Step 7b not required
Method 106*
Fluid Immersion
MIL-H-5606, MIL-L-7808
MIL-T-7928, Par. 4.8.8
Heat Aging
96 hours @200C
Method 108*
2.3
Test Group B: Ten Assemblies:
Test Sequence
Requirement
Test Method


		















	Nº de peça semelhante - D-436-42



	
	Fabricante Electrônico	Nome de Peças	Folha de dados	Descrição Electrónicos
	

PANDUIT CORP.	
D-436-0096
	


85Kb / 1P	   SEALING SLEEVE

	
D-436-0097
	


85Kb / 1P	   SEALING SLEEVE

	
D-436-0097-ND
	


85Kb / 1P	   SEALING SLEEVE

	
D-436-0098
	


85Kb / 1P	   SEALING SLEEVE

	
D-436-0110
	


117Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 2 or 3 to 1 SPLICE: TIN PLATED, COLOR CODED with Inspection Slots







More results
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	Fabricante Electrônico	Nome de Peças	Folha de dados	Descrição Electrónicos
	

PANDUIT CORP.	
D-436-77
	


107Kb / 2P	   STUB SPLICE SEALING SYSTEM MULTI-WIRE

	
D-436-60
	


48Kb / 1P	   STUB SPLICE SEALING SYSTEM MULTI-WIRE

	
D-436-88
	


128Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, MULTI-WIRE SPLICER NICKEL PLATED, COLOR CODED, WITH INSPECTION SLOTS

	
D-436-0115
	


104Kb / 1P	   IN-LINE SPLICE SEALING SYSTEM, 2 OR 3 TO 1

	
D-436-58
	


42Kb / 1P	   STUB SPLICE SEALING SYSTEM

	
D-436-82
	


120Kb / 2P	   (NICKEL PLATED CRIMPS) IN-LINE SPLICE SEALING SYSTEM, 1 TO 1

	
D-436-36
	


54Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 1 TO 1 MIL-S-81824/1

	
D-200-82
	


50Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 1 TO 1 NICKEL PLATED CRIMP, 200deg.C

	
D-436-0110
	


117Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 2 or 3 to 1 SPLICE: TIN PLATED, COLOR CODED with Inspection Slots

	
D-436-52
	


140Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 2 OR 3 TO 1 SPLICE: Tin Plated, Color Coded, with Inspection Slots







More results
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