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Dimensions Of Sub Splicer
I.D.
O.D.
Product Name
Color
Code
Max.
Weight
CMA
Range
min
max
min
max
D-436-58
Blue
1.4 lbs/Mpcs
779-
1.63
1.75
2.57
2.69
2680
(0.064)
(0.069)
(0.101)
(0.106)
D-436-59
Yellow
1.8 lbs/Mpcs
1900-
2.46
2.59
3.73
3.89
6755
(0.097)
(0.102)
(0.147)
(0.153)
MATERIAL
1. INSULATION SLEEVE: Heat-shrinkable, radiation cross-linked modified polyvinylidene fluoride. Transparent blue.
2. MELTABLE SEALING INSERT: Modified, immersion resistant thermoplastic. Color: natural.
3. MELTABLE SEALING INSERT: Modified, immersion resistant thermoplastic. Color: natural.
4. SEAMLESS STUB SPLICER:
BASE METAL: Copper alloy 101 or 102 per WW-T-775.
PLATING:
Tin per MIL-T-10727, Type 1.
APPLICATION
1. These parts are designed to provide an immersion resistant 2 wire stub splice, or a 2 to 1 parallel splice, made with having
insulations rated for 135 C minimum.
2. Recovered dimensions of insulation sleeve (Item1):
I.D.: .095 (2.4130) Max.
Wall: .013 (0.3302) Min.
3. For installation procedures refer to Tyco Electronics/Raychem’s “Miniseal D-436 Series Sealed Crimp Splice Products Installation
Guidelines.”
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120Kb / 2P	   (NICKEL PLATED CRIMPS) IN-LINE SPLICE SEALING SYSTEM, 1 TO 1
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107Kb / 2P	   STUB SPLICE SEALING SYSTEM MULTI-WIRE

	
D-436-60
	


48Kb / 1P	   STUB SPLICE SEALING SYSTEM MULTI-WIRE

	
D-436-0128
	


103Kb / 1P	   STUB SPLICE SEALING SYSTEM, TIN PLATED CRIMP

	
D-436-0119
	


106Kb / 1P	   STUB SPLICE SEALING SYSTEM, NICKEL PLATED CRIMP

	
D-436-42
	


159Kb / 4P	   IN-LINE SPLICE SEALING SYSTEM, MULTI-WIRE

	
D-436-0115
	


104Kb / 1P	   IN-LINE SPLICE SEALING SYSTEM, 2 OR 3 TO 1

	
D-436-82
	


120Kb / 2P	   (NICKEL PLATED CRIMPS) IN-LINE SPLICE SEALING SYSTEM, 1 TO 1

	
D-436-36
	


54Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 1 TO 1 MIL-S-81824/1

	
D-200-82
	


50Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 1 TO 1 NICKEL PLATED CRIMP, 200deg.C

	
D-436-0110
	


117Kb / 2P	   IN-LINE SPLICE SEALING SYSTEM, 2 or 3 to 1 SPLICE: TIN PLATED, COLOR CODED with Inspection Slots
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