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TABLE 3
REQUIREMENTS
(continued)
PROPERTY
UNIT
REQUIREMENT
TEST METHOD
CHEMICAL
Corrosive Effect
16 hours at 135°C (275°F)
---
Noncorrosive
Section 4.3.7
ASTM D 2671
Flammability
Average time of burning
Seconds
15 maximum
ASTM D 2671
Procedure A
Fungus Resistance
---
Rating of 1 or less
ASTM G 21
Fluid Resistance
24 hours at 23°C (73°F)
JP-4 Fuel (MIL-DTL-5624)
Hydraulic Fluid (MIL-PRF-5606)
Anti-Icing Fluid (SAE-AMS1424)
Lubricating Oil (MIL-PRF-23699F )
Cleaning Compound (A-A-59133)
Water
Followed by tests for:
---
---
Section 4.3.8
Tensile Strength
psi (MPa)
1500 minimum (10.3)
Section 4.3.2
Ultimate Elongation
Percent
300 minimum
Section 4.3.2
Weight Increase
Percent
15 maximum
Section 4.3.8
Fluid Resistance
24 hours at 50°C (122°F)
DF-2 (A-A-52557)
JP-4 Fuel (MIL-DTL-5624)
Followed by tests for:
---
---
Tensile Strength
psi (MPa)
1500 minimum (10.3)
Section 4.3.2
Ultimate Elongation
Percent
300 minimum
Section 4.3.2
Weight Increase
Percent
20 maximum
Section 4.3.8
Fluid Resistance
24 hours at 71°C (160°F)
Hydraulic Fluid (MIL-PRF-6083)
Hydraulic Fluid (MIL-PRF-46170D )
Followed by tests for:
---
---
Section 4.3.8
Tensile Strength
psi (MPa)
1500 minimum (10.3)
Section 4.3.2
Ultimate Elongation
Percent
300 minimum
Section 4.3.2
Weight Increase
Percent
15 maximum
Section 4.3.8
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	Fabricante Electrônico	Nome de Peças	Folha de dados	Descrição Electrónicos
	

Recom International Pow...	
RT-1.80505
	


85Kb / 2P	   ECONOLINE - DC/DC - CONVERTER

	
RT-1.80524
	


85Kb / 2P	   ECONOLINE - DC/DC - CONVERTER

	
RT-1.81.81.8
	


85Kb / 2P	   ECONOLINE - DC/DC - CONVERTER

	
RT-1.81212
	


85Kb / 2P	   ECONOLINE - DC/DC - CONVERTER

	
RT-1.81515
	


85Kb / 2P	   ECONOLINE - DC/DC - CONVERTER
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	Fabricante Electrônico	Nome de Peças	Folha de dados	Descrição Electrónicos
	

Tyco Electronics	
RT-555-3
	


238Kb / 4P	   High Temperature, Heat-Shrinkable, Fluid Resistant Sealing Sleeves

	
D-SCE-5K-3.2-50-S1-4
	


234Kb / 2P	   D-SCE Fluid resistant heat-shrinkable wire identification sleeves

	

TE Connectivity Ltd	
DR-25
	


107Kb / 2P	   Heat-Shrinkable Tubing

	

Alpha Wire	
FIT350
	


25Kb / 3P	   Heat Shrinkable Tubing

	

Tyco Electronics	
DWP-125
	


74Kb / 2P	   Flexible, flame-retardant, adhesive-lined, polyolefin heat-shrinkable tubing

2005
	

List of Unclassifed Man...	
SH275-4
	


85Kb / 3P	   Heat Shrinkable Irradiated Polyolefin Tubing

	

Tyco Electronics	
TRV-160
	


46Kb / 2P	   Electrically insulating PVC heat shrinkable tubing

	
CGAT
	


48Kb / 2P	   Adhesive lined polyolefin heat-shrinkable tubing

	
ZHTM
	


89Kb / 2P	   Heat-Shrinkable, Flexible Tubing with Low Toxicity for Fire Safety Applications

	
0070832002
	


31Kb / 2P	   Semirigid, encapsulant-lined, heat-shrinkable tubing
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