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DIAMOND SA
CH-6616 LOSONE
Via dei Patrizi 5
Tel. ++41-91/785 45 45
Fax ++41-91/785 45 00
e-mail: diamond@diamond-fo.com
DIAMOND
Fiber Optic Components
FSMA
∅ 2.5
CONNECTOR
HMS-10/AG
SM
HFS-10/AG
MM
Specifications subject to change
without notice
002-037-205P002028
APPLICATIONS:
Telecommunications, CATV, LAN, MAN, WAN,
Test & Measurement, Industry, Medical,
Sensors
COMPATIBILITY:
With SMA connectors with
∅ 2.5 mm ferrules
DESIGN/MATERIALS:
Fiber alignment: SM:
Active Core Alignment
via patented two-step
crimping process
MM: Via patented crimping
process
Polish:
Convex (PC)
Ferrule:
∅ 2.5 mm tungsten carbide
with copper-nickel alloy
insert, spring loaded (10 N),
anti-rotation keyed, with air
pressure relief guides
Mating adapter:
Tungsten carbide in Inox
housing
External parts:
Inox, 1/4"-36 UNS SMA
threading
Cable retention:
Coupled to ferrule on cable
ODs
≤ 3.5 mm, signal
interruption at 10 N
AVAILABLE AS:
- Unterminated connector
- Terminated patch cable, patchcord or pigtail
See ordering information on reverse
TERMINATION TOOLS
AND EQUIPMENT:
See section on Tools and Equipment
Specifications:
Single mode
Multimode
Units Test conditions
Insertion loss (IL)
typ 0.2
max 0.5
typ 0.2
max 0.5
dB IEC 1300-3-4;
λ= 1300/1550 nm
Return loss (RL)*
45
40
dB IEC 1300-3-6;
λ= 1300/1550 nm
Repeatability
IL: max
±0.1
dB
Service life
min 1000 matings
Operating temperature
-40
+85
-40
+85
°C
Storage temperature
-40
+90
-40
+90
°C
Strain relief (cable)
100 (signal interruption at 10)
N
* Measured with high resolution reflectometer HP 8504A
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147
	


355Kb / 1P	   INTERCONNECT BATTERY HOLDERS

	

Unisonic Technologies	
1470
	


112Kb / 5P	   LINEAR INTEGRATED CIRCUIT

	

List of Unclassifed Man...	
1470
	


493Kb / 1P	   Space saving design for high density packaging

	

API Technologies Corp	
1470
	


511Kb / 1P	   High Power, N or SMK Connectors

	
1470-1
	


511Kb / 1P	   High Power, N or SMK Connectors
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HFX6015
	


700Kb / 3P	   Fiber Optic LAN Components

	

AVAGO TECHNOLOGIES LIMI...	
HFBR-0500Z
	


504Kb / 18P	   Versatile Link The Versatile Fiber Optic Connection Low cost fiber optic components

	

ITT Industries	
FPA
	


74Kb / 1P	   Fiber Optic

	

Zarlink Semiconductor I...	
ZL60304
	


274Kb / 6P	   Parallel Fiber Optic Transceiver Parallel Fiber Optic Transceiver

	

SICK AG	
LL3-DW01
	


208Kb / 4P	   FIBER-OPTIC SENSORS AND FIBER

	

KODENSHI_AUK CORP.	
KOP-1001A
	


174Kb / 1P	   Fiber Optic Transmitter

	
KOP-1021A
	


181Kb / 1P	   Fiber Optic Receiver

	

Unity Opto Technology	
MOF-R3K2
	


67Kb / 4P	   Fiber Optic Receiver

	
MOF-T3K2
	


47Kb / 4P	   Fiber Optic Transmitter

	
MOF-T3K3
	


55Kb / 4P	   Fiber Optic Transmitter
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